








Warning: 
Keep dry and out 
of direct sun light 

when storing.

ITEM # DESCRIPTION PRICE

08-3027 48" x 12 ft Twin-Wall - 8mm $83.66
08-3037 48" x 16 ft Twin-Wall - 8mm 111.55

(1) Full 48" and 72" widths with guaranteed condensation control may be available upon request.
(2) 2100mm (82.68") wide panels not available in all thicknesses.
(3) Please note that panels longer than 20' may require a longer lead-time and additional freight surcharges. 

To view the 
installation info, 

please go to:

www.griffins.com/
thermaglas.pdf 

Thermaglas® SLT
Multi-Wall PC with Selective Light Transmission

ThermaGlas SLT is engineered for use on enclosures where plant materials must thrive, and where people must feel comfortable.   
Examples of such structures include retail garden centers and commercial greenhouse packing sheds or holding facilities.

Features at a Glance

•  Reduces heat from the sun while transmitting valuable PAR light for plant growth
•  Reduces shade requirement by minimizing plant stress due to heat
•  Irrigation and growth regulator requirements are reduced, as well as 

related labor costs
•  Offers better light quality for plants-and more of it-than other products with 

pearlescent
    green oo pink coatings, standard white, opal, grey or bronze pigment panels.
•  Selective Light Transmission resins are stable and won't fade or become ineffective 

over time.
•   Built-in condensate control
• High light diffusion provides a more comfortable environment for retail customers,
  or greenhouse laborers.

Overview
ThermaGlas SLT features Selective Light 
Transmission ™ resin technology that is designed to 
absorb the sun's harmful UV rays, transmit the bene-
ficial wavelengths plants use for growth, and reflect 
some of the heat-giving infrared wavelengths. The 
result is high quality light with less stress-inducing 
heat from the sun.

THERMAGLAS SLT polycarbonate sheets offer all 
the benefits of polycarbonate glazing, such as high 
impact resistance, excellent durability, and 99.9% UV 
blocking. 

Please contact our construction dept. for more info. 

Product
Thickness Rib Spacing Standard Widths Weight

Colors
mm in mm in mm in g/m2 psf

Twin-Wall

4 5/32 6 ~1/4

1200
1200(1)

1810
1830(1)

2100(2)

47.25
48(1)

71.25
72(1)

82.68(2)

777 0.16
Clear

Opal

Bronze

Solar
Control

6 1/4 6 ~1/4 1300 0.27

8 5/16 10 ~3/8 1500 0.35

10 3/8 10 ~3/8 1700 0.35

Triple-Wall

8(2) 5/16 20 ~3/8 1700 0.35 Clear

Opal

Bronze

Solar
Control

10(2) 3/8 20 ~13/16 1990 0.41

16 5/8 20 ~13/16 1200 47.25 2670 0.55

Single and Double "H" Extrusions 
for 8mm Polycarbonate

ITEM # DESCRIPTION  PRICE

09-5235 12' Single H Alum Extrusion for 8mm Polycarbonate $10.68
09-5236 12' Double H Alum Extrusion for 8mm Polycarbonate 13.97For use with 8mm polycarbonate structured

sheets on end walls and side walls. 37
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Accessories For Greenhouses

SunSeal Silicone
Ideal for use on Polycarbonate

ITEM # DESCRIPTION  1-24 25-74 75-UP

09-3026 RTV-1 Silicone Cartridge $8.77 $7.87 $7.45

Aluminum & Vent Tape
• Vent Tape is used at bottom of PCSS*
• Aluminum Tape is used at top of PCSS*

Screws Plated Self Drilling  
Designed to drill, tap, and fasten in one operation

Hex HeadSelf TappingNo Washer

ITEM # DESCRIPTION QTY PRICE

09-2236  1" #14 HWH SD 100/box $18.37 
 Screw No Washer
09-2252 1½" #14 HWH SD 100/box 25.10  
 Screw No Washer
09-2256 2" #14 HWH SD 100/box 26.82 
 Screw No Washer

Use in metal application

Foam Spacer

Washers
Perma-Seal Sealing Washer

Nails
Aluminum Weatherproof with Neoprene Washers

ITEM # DESCRIPTION QTY PRICE

09-2331 1¾" Alum Nails 100/box       $9.53
Please Note:
#12 Hex Head Self-Tapping Screws are available in bulk on 
request. Not stocked. Ask for sizing and pricing.

Wood Self Drilling
Piercing Point
Hex Head

Use in wood application

ITEM # DESCRIPTION QTY PRICE

09-2251 1½" #10 Woodtite 100/box $8.67 
 Screw No Washer
09-2250 2" #10 Woodtite 100/box 9.76
 Screw No Washer

Used on purlins for spacer with PCSS*.

ITEM # DESCRIPTION PRICE

09-6025  #394 Vent Tape 1½" X 36 yds $23.29
09-6030 Alum Foil Duct Tape 2" X 50 yds 13.59

ITEM # DESCRIPTION QTY PRICE

09-6035  1"x1" x 3/8" Foam Spacer 100/bag $57.46 
 One Side Sticky

ITEM # DESCRIPTION QTY PRICE

09-5020 #10 x 11/8"  100/bag $18.97
 Neo/Bonded Washer
09-5025 #14 x 11/8"  100/bag 16.78
 Neo/Bonded Washer
09-6020 #10 x 5/8"  100/bag 4.87
 Neo/Bonded Washer
09-6022 #14 x 5/8"  100/bag 5.82
 Neo/Bonded Washer
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ITEM# DESCRIPTION  SIZE PRICE

07-3025 DynaGlas Plus Clear 4' x 10'  $69.85
07-3030 DynaGlas Plus Clear 4' x 12' 83.79
07-3035 DynaGlas Plus Clear 4' x 16'  111.72

ITEM# DESCRIPTION   PRICE

09-3525 No Drip Spacer for DynaGlas Plus  $0.19
09-3530 Self-Grip Lap Fastener Assembly  0.29
   1+ 100+

19-3921 Vertical Foam Closure 1.32 1.19
09-3130  Corrugated Foam Closure 1.37 1.37

   Overview

DYNAGLAS is available in multiple tints for
any commercial greenhouse application,
including clear, SolarSoft™, white/opal,
and solar gray.

DYNAGLAS polycarbonate sheets offer
all the benefi ts of polycarbonate glazing,
such as high impact resistance, excellent
durability, and 99.9% UV blocking.

DYNAGLAS PLUS features built-in con-
densate control that carries a 10-year 
warranty.

   Features at a Glance

• Up to 92% light transmission (clear)

• Blocks out UV & far IR radiation

• Virtually unbreakable

• UV2 available (UV protection on both sides)

• Flexible and easy to install

• Wide service temperature range -

   -40° F to +212° F (-40° C to +120° C)

• Light-diffusing SolarSoft™ available

• 49.6” and 73.6” widths available

• Retains its clarity and properties

   for many years

• 10-year warranty against yellowing

• 10-year condensation control warranty

• 5-year hail warranty

85% Par light transmission / 100% Diffusion
Diffusing the sun’s direct radiation has been found to be 
benefi cial for plants. With DynaGlas SolarSoft, plants or 
fl owers get very high levels of PAR light, but direct radia-
tion is removed, which helps to reduce leaf temperature 
and plant burning. Furthermore, light penetrates deeper 
into the canopy, improving plant growth.

DynaGlas SolarSoft™ is the fi rst corrugated panel to of-
fer 100% light diffusion while also transmitting 85% 
of the sun’s valuable light. The result is excellent growth, 
but a dramatically reduced need for shading during 
hotter periods. (Also available in 90% Par)

Not sure which way to turn for 
greenhouse construction or refurbishing?
Griffi n offers solutions for refurbishing old greenhouses, including 
Palram’s patended DrainAway Greenhouse Re-Covering System. The 
DrainAway System allows you to re-cover just about any greenhouse 
with DynaGlas Plus Corrugated PC. Yes, you can keep your faithful old 
structure, but get rid of that old poly fi lm, fi berglass or glass.

Best of all, you can rely on Griffi n’s Construction & Equipment 
 Division to get the job done right. In no time at all, the path  
        to improvement will be clear.

Griffi n stocks clear DynaGlas Plus in standard lengths. DynaGlas can also 
be ordered factory-direct in custom-cut lengths and a variety of tints.

Now available in 
6 ft wide panels.

(Special order)
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The world leader in acrylic 
technology delivers superior 
performance advantages 
now and for years to come
DEGLAS® High Impact Double-Skinned acrylic has 
been engineered to deliver both immediate and 
long-term crop performance advantages that translate 
into improved business performance. For decades, 
DEGLAS has out-performed other glazing products in 
greenhouses around the world.
HIGH LIGHT TRANSMISSION FOR OPTIMUM GROWTH 
RESPONSE

• DEGLAS acrylic transmits up to 91% of the photosynthetic 
range (PAR)

• exceptional clarity provides the most natural growing 
conditions

• ribbed design of DEGLAS sheets diffuse the light over the 
crop canopy, eliminating harsh 'hot spots' associated with 
growing under glass

PATENTED ANTI-CONDENSATE TECHNOLOGY FOR 
OPTIMAL TRANSPARENCY

• DEGLAS NO-DRIP® technology is an integral part of the 
manufacturing process, making the NO-DRIP feature a 
component of the sheet that will not wear off like coatings 
on other glazing products

• rain and condensation flow off as a continuous self-cleaning 
film, resulting in the highest possible light transmission and 
eliminating uncontrolled dripping

IMPACT RESISTANT, STRONG AND NON-YELLOWING

• DEGLAS High Impact acrylic is weather resistant even 
in extreme climates, and is backed by a 10 year limited 
warranty; we guarantee that DEGLAS will retain its light 
transmission and will not yellow over time, that it will keep its 
rigidity and strength and not become brittle

• unlike polycarbonates that are known to yellow over time, 
DEGLAS customers across the continent can attest to the  
exceptional clarity that our acrylic maintains over decades of 
exposure

• DEGLAS acrylic is engineered to withstand impact from falling 
objects and job site mishaps, vandalism and hail; because 
our proprietary polymer is 10 times more impact resistant than 
traditional acrylics, our hail warranty is not pro-rated

• rigid design of DEGLAS acrylic sheets provides high live load 
carrying capabilities 

SAVE ON ENERGY COSTS, YEAR AFTER YEAR

• DEGLAS acrylic sheets deliver insulative values equal to  
thermal insulated glass units

• with DEGLAS you'll save with a lower initial cost for your 
boiler, heat lines and energy curtains, and when compare with 
single glass glazing, you can expect to save up to 50%  
in annual heating costs

IDEAL FOR REGLAZING PROJECTS

• our 8 mm Double Skinned acrylic sheets can be point-  
fastened making DEGLAS the ideal choice for replacement of 
old weathered coverings; easy and cost-effective installation

Our technical advice on the applications of our products is given without obligation. The buyer is responsible for their use and 
processing, and is also liable for observing any third-party rights. Technical data concerning our products are typical values. 
Subject to alteration. Please ask for our guarantee leaflet for further details.

DEGLAS®, HEATSTOP® are registered trademarks of Röhm GmbH & Co. KG. NO DRIP® and ALLTOP® 
are registered trademarks of CYRO Industries, Rockaway, (NJ), USA used under license.

D E G L A S  S E L E C T I O N  C H A R T

ALLTOP® STANDARD 
DOUBLE-SKINNED 

ACRYLIC

HIGH IMPACT DOUBLE-
SKINNED ACRYLIC
16 mm          8 mm

LIGHT TRANSMITTANCE 91% 86% 84%

TYPICAL TRANSMITTANCE 

AFTER 10 YEARS

88% 83% 81%

UV BLOCKING OPTIONAL YES YES

YELLOWING NO NO NO

PATENTED NO DRIP® ALL SURFACES ONE SURFACE ONE SURFACE

ENERGY VALUES

     R-VALUE 2.04 2.04 1.78

     U-VALUE 0.49 0.49 0.56

     ENERGY SAVINGS VS. SINGLE GLASS 50% 50% 40%

WARRANTY

     LIGHT TRANSMISSION WARRANTY 10 YEARS 10 YEARS 10 YEARS

     GUARANTEED MINIMUM

     LIGHT TRANSMITTANCE

85% 80% 79%

     HAIL WARRANTY NO YES YES

     PRO-RATED WARRANTY NO NO NO

RIB SPACING 2 1/2" 1 1/4" 5/8"

THICKNESS 5/8" 5/8" 5/16"

WIDTH 47.25" 47.25" 47.25"

LENGTH 2' to 28' 2' to 28' 2' to 28'

PERIMETER CLAMP YES YES YES

POINT FASTEN NO NO YES

COLD BENDING NO NO YES

EXPANSION CONTRACTION RATE 1/16 in./ft 5/64 in./ft 5/64 in./ft

APPROXIMATE AREA WEIGHT 1 lb/ft2 0.9 lb/ft2 0.6 lb/ft2

FLAMMABILITY

     ASTM D-635 CC 2 or C2 CC 2 or C2 CC 2 or C2

     CAN/ULC-S102.2 LESS THAN 150 LESS THAN 150 LESS THAN 150

     SELF-IGNITION TEMPERATURE 840ÞF 830ÞF 830ÞF

     SMOKE DENSITY RATING 2.0% 7.0% 8.1%

     MAXIMUM SERVICE TEMPERATURE 160°F 160°F 160°F

Polycarbonate and other plastic coverings yellow visibly over time. 
DEGLAS does not. Even after 30 years, the absolute yellowness  
indices (YI) for DEGLAS are among the lowest possible for plastics 
at the present time. 

This Image shows a greenhouse glazed with DEGLAS 
acrylic roofing and polycarbonate walls. Both the acrylic 
and the polycarbonate glazing are of similar age. This 
image has not been altered in any way.
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Ideal Products For Side And End Walls

Crystalite Standard Flat Fiberglass
Economical greenhouse panel, ideal in moderate climates for use on 
side walls and gable ends, when initial cost is a prime factor.

ITEM # DESCRIPTION 1-4  5-9 10-UP

07-3235 4 oz. Crystalite 4' x 50' $286.18 $272.91 $286.18
07-3255 5 oz. Crystalite 4' x 50' 320.00 305.16 320.00

Eskay Lite Vinyl Sheeting
•  16mil clear vinyl covering
•  Unusually clear, very small light loss
•  4 year life under most conditions
•   A good compromise between poly and fiberglass as 
  cover material. Use on ends and sides for see-thru clarity

Hi-Core® XLC Glazing Construction Panels
Hi-Core® XLC is a rigid, multi-wall, translucent sheet, made from a tough polyolefin alloy that is 
protected from UV and weather by an Environmental Protection System that is exclusive to Matra 
Plast. Light passing through Hi-Core® XLC is highly diffused, (over 95%). Diffused light is bent to 
many different angles. Compared to non-diffusing materials, Hi-Core® XLC allows the light to make 
a service building brighter or to penetrate deeper into the leaf canopy to impact with more crop. For 
more information, contact your nearest Griffin office.

• SHEET WIDTHS 47.25", 48", 71.25", and 2.0m (Available direct from factory)
• SHEET LENGTHS up to 24' standard, longer sheets up to 53' by quotation.

* WARNING: Eskay 
Lite and poly should 

never be applied so both 
products come in direct 

contact with one another. 
A chemical reaction will 
occur and product dete-

rioration can result

ITEM # DESCRIPTION  1-5 6-UP

05-1025 16mil 54" x 50' $147.00 $130.34
05-1030 16mil 54" x 225'   517.50

 

8MM
Light Transmission (ASTM E 424-71): 77%
Insulation: R factor = 1.64 U factor = 0.61

ITEM # DESCRIPTION 1-19  20 +

08-4030 8mm panel 4' x 8' $37.33 $35.35

Single and Double "H" Extrusions 
for 8mm Hi-Core®

ITEM # DESCRIPTION  PRICE

09-5235 12' Single H Alum Extrusion for 8mm Hi-Core® $10.68
09-5236 12' Double H Alum Extrusion for 8mm Hi-Core® 13.97For use with 8mm Hi-Core® structured

sheets on end walls and side walls.
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